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Single Automatic Bearing Greaser

Forced Draft — One Greaser per Bearing

Bearing
Quantity

Size of Bearing
Bearings Greaser

1 1-1I/16" 125¢c 1 Year
or smaller
1 Larger than 125¢cc 6 Month
1-11/16” 250cc 1 Year
Induced Draft — One Greaser per Bearing
1 1-11/16 125¢cc 1 Year
or smaller
Larger than
1-11/16" 125¢cc 6 month
1
Smaller than
2.15/16" 250cc 1 Year
1 2-15/16" 250cc 3 Month

Multi-Point Automatic Bearing Greaser

Forced Draft — Multiple Bearings per Greaser

Bearing
Quantity | Size of Bearings Multi-Point Greaser
2 I-11/16 250cc Multi-point kit 1 Year
or smaller
4 1-11/16 500cc Multi-point kit 6 Month
or smaller
9 Larger than 250cc Multi-point kit 6 Month
1-11/16” 500cc Multi-point kit 1 Year

Induced Draft — Multiple Bearings per Greaser

2 1-11/16 250cc Multi-point kit 1 Year
or smaller

4 1-11/16 500cc Multi-point kit 6 Month
or smaller

Larger than 250cc Multi-point kit 6 Month
2 1-11/16”

Smaller than 2-15/16" 500cc Multi-point kit 1 Year

Larger than 250cc Multi-point 3 Month
4 1-11/16”

Smaller than 2-15/16" 500cc Multi-point 6 Month

2 2-15/16" 500cc Multi-point 3 Month
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