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@ BFW BEVELED FOR WELDING. $_11 172
(M) FAN MOTOR LOCATION.
A UNIT NORMALLY SHIPS IN ONE PIECE.
APPROX. | APPROX. | HEAVIEST
MODEL NO. SHIPPING |OPERATING| SECTION F H
WEIGHT | WEIGHT (colL)
VF1—009-12 1625 1875 1460 A| 22 3/4" | 7—3—3/4
VF1—009—22 1785 2075 1000 | 31 1/4" | 8 0—1/4"
VF1—009-32 1965 2295 1180 39 3/4”| 8 8-3/4
VF1—009—42 2125 2495 1340 |48 1/4° | 9—5 1/4
NOTES:

1. ALL DIMENSIONS ARE IN FEET AND INCHES. WEIGHTS ARE IN POUNDS.

2. UNLESS OTHERWISE INDICATED, ALL CONNECTIONS 6 INCHES AND SMALLER ARE
MPT AND CONNECTIONS 8 INCHES AND LARGER ARE BEVELED FOR WELDING.

3. DIMENSIONS SHOWING LOCATION OF COIL CONNECTIONS ARE APPROXIMATE AND
SHOULD NOT BE USED FOR PREFABRICATION OF CONNECTING PIPING.

4. FOR SUPPORT REQUIREMENTS, REFER TO THE SUGGESTED STEEL SUPPORT DRAWING.
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